TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

[MPORTANT :

THIS DRAWING SHALL BE USED [ ]
IN COMBINATION WITH THE GENERAL

NOTES AT THE BEGINNING OF

STANDARDS NO. MD 104.00. ]

PLACE ARROW(S)
AT END OF
TRANSITION

NOTES:

FOR ANY ABRUPT TRANSITION OR

TRANSITION OF 5 FEET OR GREATER [ ]

WITHIN A TAPER LENGTH (L) AS

DEFINED IN PART VI OF THE

MUTCD+ PLACE THE LARGE PAVEMENT [ ]

MARKING ARROW(S) PARALLEL TO AND LANE LINE
CENTERED WITHIN THE LANE(S).

TEMPORARY RAISED PAVEMENT
MARKERS SHALL BE REQUIRED ON
ALL LANE LINES. UNLESS OTHERWISE
SPECIFIED.

— EDGE LINES

NUMBER OF LANES VARIES =

PLACE ARROW(S) AT
MIDDLE OF TRANSITION

CHANNEL IZING

DEVICES \

|
9 ! FT IN LENGTH (TYPICAL)
AS SPECIFIED IN THE MUTCD.

PLACE ARROW(S) AT START OF TRANSITION
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